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INTERIOR ELEVATION INDICATOR

THE DRAWINGS, AND OTHER DOCUMENTS PREPARED BY K4 ARCHITECTURE LLC AND THE ARCHITECT'S CONSULTANTS,
AND COPIES THEREOF FURNISHED TO THE CONTRACTOR, ARE FOR USE SOLELY WITH RESPECT TO THIS PROJECT, AND
ONLY AT THIS SITE. DRAWINGS, AND OTHER DOCUMENTS PREPARED BY K4 ARCHITECTURE LLC OR THE ARCHITECT'S
CONSULTANTS, WILL RETAIN ALL COMMON LAW, STATUTORY AND OTHER RESERVED RIGHTS, IN ADDITION TO THE
COPYRIGHTS.

CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE OWNER, ARCHITECT, ARCHITECT'S CONSULTANTS, AND AGENTS
AND EMPLOYEES OF ANY OF THEM FROM AND AGAINST CLAIMS, DAMAGES, LOSSES AND EXPENSES, ARISING OUT OF
OR RESULTING FROM PERFORMANCE OF THE WORK.

THE CONTRACTOR SHALL PURCHASE FROM AND MAINTAIN IN A COMPANY OR COMPANIES LAWFULLY AUTHORIZED TO DO
BUSINESS IN' THE JURISDICTION IN WHICH THE PROJECT IS LOCATED SUCH INSURANCE AS WILL PROTECT THE
CONTRACTOR FROM CLAIMS SET FORTH BELOW WHICH MAY ARISE OUT OF OR RESULT FROM THE CONTRACTOR'S
OPERATIONS UNDER THE CONTRACT AND FOR WHICH THE CONTRACTOR MAY BE LEGALLY LIABLE. PROPERTY INSURANCE
SHALL BE ON AN "ALL-RISK™ OR EQUIVALENT POLICY FORM.

WITHIN ONE YEAR AFTER THE DATE OF SUBSTANTIAL COMPLETION, WHEN ANY OF THE WORK IS FOUND TO BE NOT IN
ACCORDANCE WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS, THE CONTRACTOR SHALL CORRECT IT
PROMPTLY AFTER RECEIPT OF WRITTEN NOTICE FROM THE OWNER TO DO SO. LONGER PERIODS MAY APPLY AS
INDICATED IN THE SPECIFICATIONS FOR CERTAIN BUILDING COMPONENTS.

THE CONTRACTOR SHALL REMOVE FROM THE SITE PORTIONS OF THE WORK WHICH ARE NOT IN ACCORDANCE WITH THE
REQUIREMENTS OF THE CONTRACT DOCUMENTS AND ARE NEITHER CORRECTED BY THE CONTRACTOR NOR ACCEPTED BY
THE OWNER. THE CONTRACTOR SHALL BEAR THE COST OF CORRECTING DESTROYED OR DAMAGED CONSTRUCTION,
WHETHER COMPLETED OR PARTIALLY COMPLETED, OF THE OWNER OR SEPARATE CONTRACTORS CAUSED BY THE
CONTRACTOR'S CORRECTION OR REMOVAL OF WORK WHICH IS NOT IN ACCORDANCE WITH THE REQUIREMENTS OF THE
CONTRACT DOCUMENTS.

TESTS, INSPECTIONS AND APPROVALS OF PORTIONS OF THE WORK REQUIRED BY THE CONTRACT DOCUMENTS OR BY
LAWS, ORDINANCES, RULES, REGULATIONS OR ORDERS OF PUBLIC AUTHORITIES HAVING JURISDICTION SHALL BE MADE
AT AN APPROPRIATE TIME. IF SUCH PROCEDURES FOR TESTING, INSPECTION OR APPROVAL REVEAL FAILURE OF THE
PORTIONS OF THE WORK TO COMPLY WITH REQUIREMENTS ESTABLISHED BY THE CONTRACT DOCUMENTS, ALL COSTS
MADE NECESSARY BY SUCH FAILURE INCLUDING THOSE OF REPEATED PROCEDURES AND COMPENSATION FOR THE
ARCHITECT'S SERVICES AND EXPENSES SHALL BE AT THE CONTRACTOR'S EXPENSE.

UNLESS OTHERWISE PROVIDED IN THE CONTRACT DOCUMENTS, THE CONTRACTOR SHALL SECURE AND PAY FOR THE
BUILDING PERMIT AND OTHER PERMITS AND GOVERNMENTAL FEES, LICENSES AND INSPECTIONS NECESSARY FOR
PROPER EXECUTION AND COMPLETION OF THE WORK WHICH ARE CUSTOMARILY SECURED AFTER EXECUTION OF THE
CONTRACT.

THE CONTRACTOR SHALL COMPLY WITH AND GIVE NOTICES REQUIRED BY LAWS, ORDINANCES, RULES, REGULATIONS AND
LAWFUL ORDERS OF PUBLIC AUTHORITIES APPLICABLE TO PERFORMANCE OF THE WORK.

THE CONTRACTOR SHALL EVALUATE THE JOB SITE SAFETY THEREOF AND SHALL BE FULLY AND SOLELY RESPONSIBLE
FOR THE JOB SITE SAFETY OF SUCH MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSPECTION OF PORTIONS OF WORK ALREADY PERFORMED TO
DETERMINE THAT SUCH PORTIONS ARE IN PROPER CONDITION TO RECEIVE SUBSEQUENT WORK.

CONTRACT DOCUMENTS ARE COMPLEMENTARY, AND WHAT IS REQUIRED BY ONE SHALL BE AS BINDING AS IF REQUIRED
BY ALL.

BEFORE STARTING EACH PORTION OF THE WORK, THE CONTRACTOR SHALL CAREFULLY STUDY AND COMPARE THE
VARIOUS DRAWINGS AND OTHER CONTRACT DOCUMENTS RELATIVE TO THAT PORTION OF THE WORK, SHALL TAKE FIELD
MEASUREMENTS OF ANY EXISTING CONDITIONS RELATED TO THAT PORTION OF THE WORK AND SHALL OBSERVE ANY
EXISTING CONDITIONS AT THE SITE AFFECTING [T. ANY ERRORS, INCONSISTENCIES OR OMISSIONS AND CONFLICTS
DISCOVERED BY THE CONTRACTOR SHALL BE REPORTED PROMPTLY TO THE ARCHITECT AS A REQUEST FOR
INFORMATION IN SUCH FORM AS THE ARCHITECT MAY REQUIRE FOR ARCHITECT'S RESOLUTION.

DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS GOVERN. ALL PARTITION LOCATIONS, ALL DOOR AND OPENING
LOCATIONS SHALL BE SHOWN ON FLOOR PLAN. IN CASE OF CONFLICT, NOTIFY THE ARCHITECT. FLOOR PLAN BY
ARCHITECT SUPERSEDES ALL OTHER PLANS. ALL DIMENSIONS MARKED "CLEAR" SHALL BE MAINTAINED AND SHALL
ALLOW FOR THICKNESS OF ALL FINISHES INCLUDING CARPET, PAD, CERAMIC TILE, V.C.T., SLATWALL, ETC.

ALL DIMENSIONS SHOWN ARE TO FACE OF BLOCK OR FRAMING UNLESS SPECIFICALLY NOTED OTHERWISE.

ALL DIMENSIONS SHOWN ARE NOMINAL DIMENSIONS UNLESS SPECIFICALLY NOTED OTHERWISE.

ALL SAW CUTTING AND SCORING LOCATIONS SHALL BE REVIEWED IN THE FIELD BY THE GENERAL CONTRACTOR PRIOR
TO CUTTING/SCORING.

PROVIDE PORTABLE FIRE EXTINGUISHERS WITH U.L. LABEL AND A RATING OF NOT LESS THAN 2-A WITH 75 FT TRAVEL
DISTANCE TO ALL POSITIONS OF BUILDING OR AS DIRECTED BY THE FIRE DEPARTMENT FIELD INSPECTOR.
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CODE INFORMATION

09-2024 FIRST FINANCIAL BANK — SHELBYVILLE MARKETPLACE BRANCH

Jurisdiction: - State of Indiana Department of Homeland Security
Zoning Code: — CITY OF Shelbyville
Building Code: — 2008 INTERNATIONAL BUILDING CODE with 2009 STATE OF INDIANA AMENDMENTS

CHAPTER 3 — USE AND OCCUPANCY CLASSIFICATION
304.1 Business Group B
Occupancy Classification is Business Group B, Bank.

CHAPTER 5 — GENERAL BUILDING HEIGHTS AND AREAS
TB 503  Allowable Height and Building Areas

(Group B, Type of Construction VB)
Allowable: ~ 40ft, (2) stories, 9,000sf.
Actual:  26ft, (1) stories, 5,328sf

First Floor
Enclosed 4 300sf
Drive Through Canopy 1,028sf
Total 5,328sf

CHAPTER 6 — TYPES OF CONSTRUCTION
TB 601  Fire—Resistance Rating Requirements for Building Elements
(Type VB)
Structural Frame: Ohr
Exterior Bearing Walls:  Ohr
Interior Bearing Walls:  Ohr
Exterior Nonbearing walls and partitions:  Per Table 602
Interior Nonbearing wall and partitions: ~ Ohr
Floor Construction:  Ohr
Roof Construction:  Ohr
TB 602  Fire—Resistance Rating Requirements for Exterior Walls
(VB Construction, B Use Group)
10ft or more: Ohr

CHAPTER 7 — FIRE-RESISTANCE—RATED CONSTRUCTION
704 Exterior Walls
Per TB 602
705 Fire Walls
None Required
706 Fire Barriers
None Required
707 Shaft Enclosures
None Required
708 Fire Partitions
None Required
717.2 Fire blocking
Fire blocking shall be provided at the following locations:
Concealed wall spaces vertically at ceiling and floor levels and horizontally at intervals not exceeding 10ft
Connections between horizontal and vertical spaces such as occur at soffits, drop ceilings, cove ceilings, and similar
locations.

CHAPTER 8 — INTERIOR FINISHES
TB803.5 Interior Wall and Ceiling Finishes by Occupancy
(B occupancy, Non—Sprinklered)
Corridors:  Class 'B’ or Better.
Rooms and Enclosed Spaces: Class 'C’ or Better
804 Interior Floor Finish
Exit Enclosures, Exit Passageways, and Corridors: Class |l
All Other Areas: DOC FF—1 "pill test”

CHAPTER 10 — MEANS OF EGRESS
1004.1.1  Design Occupant Load
1st Floor
Business Area: 4,300 sf. @ 100sf/occ 43
CHAPTER 29 — PLUMBING SYSTEMS
TB 2902.1 Minimum Number of Required Plumbing Facilities (B use group, 43 occupants)
Water Closet:




